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'I'AKE I'I' Taking your generator outside is the only safe way to use it. It is
OUTSIDEM absquFer mandatory for kee_pmg your family safe from carbon

monoxide. There are other things to know about this colorless,
odorless threat, and also potential electrical hazards. By educating
yourself about all risks, you'll be better prepared to protect your
family and others.

CARBON MONOXIDE KILLS

» Headache * Dizziness
* Nausea * Fatigue
» Shortness of breath

N\YAY “ ‘1\

— Portahle) KEAREIE Marifachrers Assoclation
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INTRODUCTION

Congratulations on your purchase of a ChampidtgBipreent
(CPE) product. CPE designs, builds, and slipporis al
products to strict speci cations and guidelitleurayer
product knowledge, safe use, and regular magténanc
product should bring years of satisfying service.

Every effort has been made to ensure the aaudiracy a
completeness of the information in this marmeatiauet of
publication, and we reserve the right to chéerganalor
improve the product and this document at anittioog pvior
notice.

CPE highly values how our products are desigoéttorad,
operated, and serviced as well as providingosefetgperator
and those around the generator. ThereforeR@RTANT to
review this product manual and other produdimtteroughly
and be fully aware and knowledgeable of the psseenation,
dangers and maintenance of the product befédlyse.
familiarize yourself, and make sure others wbo pfserating
the product fully familiarize themselves tothenptioper safety
and operation procedures before each use. Riagsexdrcise
common sense and always err on the side ofvelaetion
operating the product to ensure no accidentypiapege,

or injury occurs. We want you to continue tal Ursesatis ed
with your CPE product for years to come.

When contacting CPE about parts and/or serwiknged to
supply the complete model and serial numbergpobgoct.
Transcribe the information found on your proauefdate
label to the table below

CPE TECHNICAL SUPPORT TEAM

1-877-338-0999
MODEL NUMBER

201255
SERIAL NUMBER

DATE OF PURCHASE

PURCHASE LOCATION

INTRODUCTION

SAFETY DEFINITIONS

The purpose of safety symbols is to attractemtiorato
possible dangers. The safety symbols, and theatiexys,
deserve your careful attention and understanelisafety
warnings do not by themselves eliminate any Tlaager.
instructions or warnings they give are not seb$tityproper
accident prevention measures.

DANGER

DANGER indicates a hazardous situation whiawid@ad,
will result in death or serious injury.

WARNING indicates a hazardous situation which, if n
avoided, could result in death or serious injury.

CAUTION

CAUTION indicates a hazardous situation vatiakpified,
could result in minor or moderate injury.

NOTICE

NOTICE indicates information considered infpdritent,
hazard-related (e.g., messages relating to pilapate).



IMPORTANSAFETYNSTRUCTIONS

IMPORTANT SAFETY INSTRUCTIO_

Cancer and Reproductive HavmwP65Warnings.ca.gov

DANGER

Generator exhaust contains carbon monoxidé&ess color
odorless, poisonous gas. Breathing carbon nwitioxide
cause nausea, dizziness, fainting or deatlstdfrytufeel
dizzy or weak, get to fresh air immediately.

OPERATE GENERATWHDOORMLY IN A WELL
VENTILATED AREA AND POINT EXHAUST AWAY.

DO NOT operate the generator inside any Inailactigg i
garages, basements, crawlspaces and sheds,enclosur
compartment, including the generator compartenent of
recreational vehicle.

DO NOT allow exhaust fumes to enter a con ribrbagga
windows, doors, vents or other openings.

DANGER

Using a generator indd®AdN KILL YOU IN MINUTES
Generator exhaust contains carbon monoxidea poisas
you cannot see or smell.

NEVERSse inside a home or garB§EN IBoors and
windows are open.

ONLWseOUTSID&nd far away from windows, doors,
and vents.

Always install a battery-operated Carbon Md@©Xide (
detector on each level of any building or hotimg dwel
adjacent to the generator location followingliba Ca
Monoxide (CO) detector manufacturer’s installation
instructions.

In many U.S. States and Canadian Provinezgjireid by
law to have a Carbon Monoxide (CO) detecéar ams&slch
level of an occupied building or home dwelling.

The Carbon Monoxide (CO) detector is a dedétedtsat
elevated levels of poisonous Carbon Monoxide &60) g
will alert the occupants by ashing a visuahdgtator and
an audible alarm.

The Carbon Monoxide (CO) detector alarm widlenot se
smoke, re, or any other poisonous gas otheauam c
monoxide.

PN
=

Carbon Monoxide (C
detectors located onl
in living spaces.

Smoke alarms cannot detect Carbon Monoxide (CO) gas

To better educate yourself about all carbon endsksjajo
to www.takeyourgeneratoroutside.com

DANGER

Tampering with the CO Shmldtem will result in a
hazardous condition and will void your warranty.

Removing the CO Sfigiddule will not allow the generator
to start.



201255 - 5500W EENFRAMBNVERTER

IMPORTANSAFETYNSTRUCTIONS

DANGER

Operate equipment with guards in place.

Rotating parts can entangle hands, feet, hming catl/or
accessories. Traumatic amputation or sever®lacarat
result.

Keep hands and feet away from rotating parts.

Tie up long hair and remove jewelry.

DO NOT wear loose- tting clothing, danglingidosstr
items that could become caught.

DANGER

Generator produces powerful voltage.

DO NOT touch bare wires or receptacles.

DO NOT use electrical cords that are worn, danfrayed.
Use only Champion electrical cords for propatiappli

DO NOT operate generator in wet weather.

DO NOT allow children or unquali ed personsti® @per
service the generator.

Use a ground fault circuit interrupter (GFCJ) aretsrand
areas containing conductive material such adetiatsay.

Connection to your home’s electrical systens require
listed 30A transfer switch installed by a licdesitian
and approved by the local authority havingipmisdibe
connection must isolate the generator fromitshpaviier
and must comply with all applicable laws andaleottes.

Do not use generator for medical life support uses.

In case of emergency, call 911 immediately.

NEVER use this product to power life suppcstodéifece
support appliances.

Inform your electricity provider immediatelpifgimone in
your household depends on electrical equipident to |

Inform your electrical provider immediatelysifod pmwer
would cause you or anyone in your householdea@xpe
medical emergency.

Spark from removed spark plug wire can restbiin r
electrical shock.
When servicing the generator:

Disconnect the spark plug wire and place ittwheret
contact the plug or any other metal object.

DO NOT check for spark with the plug removed.

Use only approved spark plug testers.

Running engines produce heat. Severe burnscan occu
contact. Combustible material can catch re aatcont
DO NOT touch hot surfaces.

Avoid contact with hot exhaust gases.

Allow equipment to cool before touching.

Maintain at least 3 ft. (91.4 cm) of clearanitsidasato
ensure adequate cooling.

Maintain at least 5 ft. (1.5 m) of clearanceofrirustible
materials.

Rapid retraction of the recoil cord will pulicadm
towards the engine faster than you can let go. [Byoé&s,
fractures, bruises or sprains could result. tibriaten
startup can result in entanglement, traumatia@ompoit
laceration.

When starting engine, pull the recoil cord sitwly u
resistance is felt and then pull rapidly to izkbiack.

DO NOT start or stop the engine with electiceal dev
plugged in and turned on.

Although the generator contains a spark arraistizinm
a minimum distance of 5 ft. (1.5 m) from drytieegeta
prevent res.

CAUTION

Exceeding the generator’s running capacity cge tteema
generator and/or electrical devices connected to it
DO NOT overload the generator.

DO NOT tamper with the governed speed.

DO NOT modify the generator in any way.



CAUTION

Start the generator and allow the engine tpesheidire
connecting electrical loads.

Connect electrical equipment in the off poaitidimem turn
them on for operation.

Turn electrical equipment off and disconnecshmipheg
the generator.

CAUTION

Improper treatment or use of the generator cge dama
shorten its life or void the warranty.

Use the generator only for intended uses.

Operate only on level surfaces.

DO NOT expose generator to excessive moisture, dust
or dirt.

DO NOT allow any material to block the cooling slots.

If connected devices overheat, turn them offcamd ect
them from the generator.

DO NOT use the generator if:
— Electrical output is lost
— Equipment sparks, smokes or emits ames

— Equipment vibrates excessively

Fuel Safety

DANGER

GASOLINE AND GASOLINE VAPORS ARE HIGHLY
FLAMMABLE AND EXPLOSIVE.

Fire or explosion can cause severe burns or death.

Gasoline and gasoline vapors:
— Gasoline vapors are highly ammable and explosive.
— Gasoline vapors can cause a re or explosibedf ign

— Gasoline is a liquid fuel and the resultingegaapbns can
ignite and cause a re or explosion.

— Gasoline is a skin irritant and needs to be cipaned
immediately if spilled on skin or clothes.

— Gasoline has a distinctive odor, this will leefppaddential
leaks quickly.

— In any petroleum gas re, ames should not liEstied
unless by doing so the fuel supply valve caredeQEF.
This is because if a re is extinguished andydiuipel is
not turned OFF, then an explosion hazard coeddielde c

IMPORTANSAFETYNSTRUCTIONS

— Gasoline vapors expand and contract with ambient
temperatures. Never |l the gasoline tank pesd fheLL
indicator on the fuel Iter, as gasoline vapadisnoeen to
expand if temperatures rise.

When adding or removing gasoline:
Do not light or smoke cigarettes.

Always stop the engine and allow to cool fananmafitwo
minutes before refueling.

Always loosen gasoline cap slowly to releaggressoe
and to keep fuel from escaping around the gagoline

Always replace and tighten the gasoline capy sdterrel
fueling.

Never remove the gasoline cap or add gasolitteewhile
engine is running or when the engine is hot.

Only Il or drain gasoline outdoors in a wdhteendirea.

Do not pump gasoline directly into the genettatoya
station.

Always store gasoline in an EPA/CARB compaiart cont
to transfer the gasoline to the generator.

Do not over Il the gasoline tank.

Always keep gasoline away from sparks, operpitohes,
lights, heat and other sources of ignition.

When starting the generator:
Do not attempt to start a damaged generator.

Always check that the gasoline cap, air Ilter,d3pagykuel
lines and exhaust system are properly in place.

Always allow spilled gasoline to evaporateféudly be
attempting to start the engine.

Always be certain that the generator is restingnriavel
ground.

When operating the generator:

Do not move or tip the generator during operation.

When transporting or servicing the generator:

Always check that the fuel valve is in the QiBR podithe
gasoline tank is empty.

Disconnect the spark plug wire.
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IMPORTANSAFETYNSTRUCTIONS

When storing the generator:

Always store away from sparks, open ameghgsohieat
and other sources of ignition.

Never store generator or gasoline near furnéees, wa
heaters, or any other appliances that producehsaet
automatic ignitions.

DANGER

Never place a gasoline container, gasoline Guoilihdrer
or any combustible material in the path of thstesthsam
during operation of the engine.

Never use a gasoline container, gasoline taylothea fuel
item that is broken, cut, torn or damaged.



IMPORTANSAFETYNSTRUCTIONS
Safety and Dataplate Labels

These labels warn you of potential hazards taiseserious injury. Read them carefully.

If a label comes off or becomes hard to react, Techaical Support Team for possible replacement.

Top Side Back

DESCRIPTION

Safety Symbols/
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Safety Symbols

IMPORTANSAFETYNSTRUCTIO

NS

Some of the following symbols may be used oydiigs [Please study them and learn their mieeopeg.interpretation of these
symbols will allow you to more safely operatediet.p

SYMBOL

MEANING

Read Operator’s Manuab reduce the risk of injury, user must reaudenstand operator’'s mar
before using this product.

ClearanceKeep all objects at least 5 feet (1.5m) fromtgemézat from the muf er and exhaus
can ignite combustible objects.

GroundConsult with local electrician to determineiggoeagirements before operation.

ual

gas

Electric Shockiailure to use in dry conditions and to obdemeastices can result in electric
shock. Improper connections to a building caouakmi/to backfeed into utility lines, creating
electrocution hazard. A transfer switch mustlveheseconnecting to a building.

r=—4

Fire/Explosionf-uel and its vapors are extremely ammable last/expire or explosion can ca
severe burns or death. Keep generator at lea$1.51@ from all objects to prevent combustio

use

Hot SurfaceTo reduce the risk of injury or damage, avaad watht any hot surface.

Open Flame Alertuel and its vapors are extremely ammable lastvexgeep fuel away from
smoking, open ames, sparks, pilot lights, hetathan ignition sources.

Wet Conditions Alero not expose to rain or use in damp locations.

10



Operation Symbols

Some of the following symbols may be used oydiigs [Please study them and learn their mieeopeg.interpretation of these
symbols will allow you to more safely operatediet.p

SYMBOL MEANING SYMBOL MEANING

W |relor
Q  |sweoror
A |
I\] [croee

RV Ready Receptacle

Circuit Breaker Reset: Push

Ground Terminal

Neutral FloatingNeutral circui®

NOTelectrically connected to the frame/

ground of the generator.

Direct Current

Parallel Connection(s)

11

Overload Reset Button

IMPORTANSAFETYNSTRUCTIONS

Economy Mode Button

Low Oil

Power OutputPercentage of availale

power from generator being used.

High CO Warninlove generator to
an open, outdoor area. Move to fre
air and get medical help if sick, diz
weak.

sh
7y or

CO Shield System Fadtectrical
issue, end of life.

Gasoline Tank: Full

=@ & (O

Gasoline Tank: Empty
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Quick Start Label Symbols

Some of the following symbols may be used oydiigs [Please study them and learn their mieeopeg.interpretation of these
symbols will allow you to more safely operatediet.p

¥

5758-L-OP-A

Starting the Engine Stopping the Engine
1. Turn off and unplug all connected electrical loads.
DYAN[€] =12 ) .
2. Turn th&Z Start diato the “STOP” position.
Move generator outside and far away from windows,
doors and intake ventilation covers.

1. Check oil level.
Recommended oil is 10W-30.

2. Check gasoline level.
When adding gasoline, use a minimum octand 83ting o
and an ethanol content of 10% or less by volume.

TurnEZ Start diao the “CHOKE” position.
Pull theecoil cord
TurnEZ Start dialo the “RUN” position.

2

Plug in desired device.

12



CONTROLS AND FEATURES

Read this operator’s manual before operatirgngoatog. Familiarize yourself with the locatimmetion of the controls and
features. Save this manual for future reference.

Generator

o > NP

Gasoline Tank 2.9 gal. (11.0 L)
Gasoline Gauge

Fuel Cap- Remove to add fuel.

Recoil Starter Used to manually start the engine.

Control Panet SeeControl Panséction.

13

CONTROLSNDHEATURES

. Muf er

. Oil Fill Cap/Dipstick Used to check and Il oil level.

. Air Filter— Protects the engine by ltering dust and debris

from the intake air.

. Carrying Handle Used to lift or carry the unit.



Control Panel

CONTROLSNDHEATURES

1. EZ Start Diat Used to start, stop and choke the generatolEZ Start Dial

2. Intelligauge- Sedntelligaugsection.

3. Circuit Breakers (Push ResetfProtects the generator
against electrical overloads.

4. Parallel Outlets Used to parallel two inverters together for
increased power output. (parallel kit sold dgparate

5. Ground Terminal Consult an electrician for local grounding
regulations.

RECEPTACLES

N Z

12V DC, 8A (Regulated Automotive)
May be used to supply electrical power fon
operation of 12 Volt DC, 8 Amp electrical |

Dads.

120V AC, 30A RV (NEMA TT-30R)

May be used to supply electrical power for
operation of 120 Volt AC, 30 Amp, single
60 Hz electrical loads.

hase, 1.

TA

(2x) 120V AC, 20A (NEMA 5-20R)

May be used to supply electrical power fon
operation of 120 Volt AC, 20 Amp, single ¢
60 Hz electrical loads.

2.

3.
hase,4.

When charging a device, do not place on the sigbanfst
the generator. Extreme heat caused by exhaastage d
the device and cause a potential re hazardg&dolon

exposure to engine exhaust can cause serioos dgatij.

14

Stop/Off
Fuel Off
Run
Choke



CONTROLANDHEATURES

Intelligauge with Power Meter

and CO Shiefd s c )

Five mode digital meter for displaying voltagenése session - _  _ ‘ o

run time, total run time and power output. ,'—,’ ,'—” "—’, ,’—,’ ‘f_g‘*,? (-

A. CO ShieRILED- The CO Shilkéchnology monitors E———— -
for accumulation_of poisonous carbon monoxgiie_s(CO) A _() 5 7] -
produced by engine exhaust when the generatongs tfi L ECO 1 )
CO Shielddetects elevated levels of CO gas, it autgmaticall \ )

shuts off the engine.

**See CO Shield section for more information

B. Economy Mode ButtenEnables/disables automatic idle ~ C. AC Overload Reset Buttolsed to re-energize
control. receptacles after overload fault.

D. Low Oil Warning Indicator LightVhen ON, engine will
shut down and not run. Check oil level.

MODE DESCRIPTION

Output voltage of the generator.

——— O
~
O

O =

1 Voltage (V)
Example: 120 volts

—

Output frequency in hertz.

— )
=
o =

2 Frequency (H)
Example: 60.0 hertz

—

Run time of the generator for the current session.

3 Run Time (R)
Example: 6 hours

-

-
® @

¢
goooao
C—

Total run time of the generator since rst operatio

4 Total Run Time
Example: 16 hours

— (]
[ 60)® ==
Z (]

0
—

Continually displays generator output.

Example: 100% Power

S— |
5 Output FEBOE® ==

O =

If generator is overloaded, the Power Meter tgp bar ’
and AC Overload Reset Button will ash red.

15



CONTROLSNDHEATURES

Parts Included
Accessories
Engine Qil 0.6 US qt. (600 mL)

Tools Included

Oil Funnel
Spark Plug Socket

16



ASSEMNBLY

Your generator requires some assembly. Thipaufridishour
factory without oil. It must be properly seriticédelvand oil
before operation.

If you have any questions regarding the asseminty of
generator, call our Technical Support Team £388¥999.
Please have your serial number and model nuitatide.ava

Unpacking

1. Set the shipping carton on a solid, at surface.

2. Remove everything from the carton except theogenera

3. By lifting up on the frame of the unit, carefutlyer the
generator from the box (two people lifting isnesudea).

Remove Shipping Support Hardware

To protect the generator during shipping, sapgpeere has
been installed between the engine and framardwiard

MUST BE REMOVED BEFORE adding oil or gasoline to th

generator.

NOTICE

DO NOT attempt to run generator without rstgehevi
shipping support hardware.

1. BEFORHing the engine with oil or gasoline, tip the
generator onto the muf er side. Tip onto theecitten
cardboard box the generator came in or othdivprotec
surface so as to not scratch the enclosure.

2. Remove the bolts from the orange support bExakets.
and brackets can be discarded.

- @ ————

3. Tip the generator upright.

ASSENBLY

Add Engine Oil

DO NOT attempt to crank or start the enginé hatobeen
properly lled with the recommended type and amailint
Damage to the generator as a result of fadifmtaHese
instructions will void your warranty.

NOTICE

The generator rotor has a sealed, pre-lubridiatedrtizy
that requires no additional lubrication fce tifdHié bearing.

NOTICE

The recommended oil type for typical 1(34/i80
automotive oilHowever, using the listed conventional oils
shown in the “Recommended Engine Oil Type” gl@t ma
used for typical use including the rst 5 hdbeskoeak-in
run time period of the engine.

If running generator in extreme temperaturets tie¢er
“Recommended Engine Oil Type” chart.

Recommended Engine Oil Type

-20 0 20 40 60 80 100 120
-28.9 -17.8 -6.7 4.4 15.6 26.7 37.8 48.9

Ambient temperature

1. Place the generator on a at, level surface.
2. Remove oil Il cap/dipstick to add oil.
3. Using a funnel, add up to 0.6 US qt. (550 in(ipatided)

and replace oil Il cap/dipstick. DO NOT OVERFILL.




4. Check engine oil level at every use and addeas need

NOTICE

Once oil has been added, a visual check shoulill about
1-2 threads from running out of the Il hole.

When using the dipstick to check oil level, BEréWOim
the dipstick while checking.

NOTICE

Check oil level often during the break-in pefeydoRhe
Maintenancseection for recommended service intervals.

CAUTION

This engine is equipped with a low oil shut-wiifl axtdp
when the oil level in the crankcase falls bekhwetim®ld
level.

NOTICE

The rst 5 hours of run time are the break-id foertbe
unit. During the break in period stay at or bétoof the
running watt rating and vary the load occasoakidiy
stator windings to heat and cool. Adjustingitiellledso
cause engine speed to vary slightly and helptsaainms.
After the 5 hour break-in period, change the oil.

NOTICE

Synthetic oil may be used after the 5 houbrieéialn

period. Using synthetic oil does not decrezsetmaended

oil change interval. Full synthetic 5W-30aid wilktarting
in cold ambient < 41° F (5° C) temperatures.

18

ASSENBLY

Add Fuel

DANGER

Gasoline vapors are highly ammable and extxgiosiye
DO NOT light or smoke cigarettes. Fire or egplosburse
severe burns or death.

Only Il or drain fuel outdoors in a well-vehtlate.
DO NOT pump gasoline directly into the gerssrator. U
approved container to transfer the fuel to thetgene

Never use a gasoline container, gasoline taykothieafuel
item that is broken, cut, torn or damaged.

DO NOT over Il the gasoline tank. Always keamfuiebm
sparks, open ames, pilot lights, heat and alhezssof
ignition.

Use clean, fresh, regular unleaded gasolinenimithiam
octane rating of 87 and an ethanol content aofl28%chy
volumey b ¢

DO NOT mix oil with gasoline.
1. Remove the gasoline cap.

2. Slowly add gasoline to the tank. Tank is fufjasléne

reaches red circle on screen. DO NOT OVERHikelcaBaso

expand after lling. A minimum of % in. (6.4 repacefleft
in the tank is required for gasoline expansionglalinore
than % in. (6.4 mm) is recommended. Gasolinéocaade
out of the tank as a result of expansion ifeayemt can
affect the stable running condition of the generato




3. The approximate fuel level is shown on the deebigaop
of the fuel tank.

Empty Full

4. Screw on the gasoline cap and wipe away anfustilled

CAUTION

Use unleaded gasoline with a minimum octanef &fing
and an ethanol content of 10% or less by volume.
DO NOT light cigarettes or smoke when llingkthe ta
DO NOT mix oil and gasoline.

DO NOT over Il the tank. Fill tank to approxXmately
(6.4 mm) below the top of the tank to allowdiimeyas
expansion.

DO NOT pump gasoline directly into the genératpuiap.
Use an approved fuel container to transfer time gasbe
generator.

DO NOT Il tank indoors.
DO NOT II tank when the engine is running or hot.

Pouring gasoline too fast through the fuel sayeesuit
in gasoline splashing over the generator andrapieitat
lling.
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NOTICE

The generator engine works well with 10% ohéesd et
blended gasoline. When using ethanol-gasolméhielend
are some issues worth noting:

— Ethanol-gasoline blends can absorb more water than
gasoline alone.

— These ethanol blends can eventually separatg, leavi
water or a watery goo in the tank, fuel valve and
carburetor. The compromised gasoline can betdrawn i
the carburetor and cause damage to the engine and/o
create potential hazards.

— If a fuel stabilizer is used, con rm that imslfied to
work with ethanol-gasoline blends.

— Any damages or hazards caused by using ethded! blen
gasoline higher than 10% by volume, impropedy stor
gasoline, and/or improperly formulated stalailiegerst
covered by manufacturer’'s warranty.

It is advisable to always shut off the gasopheasup
run the engine to starvation after each usioSer
instructions for extended non-use.

Grounding

Your generator must be properly connected tmpriapp
ground to help prevent electric shock.

Failure to properly ground the generator caim relsaltric
shock.

A ground terminal connected to the panel ofettedaydras
been provided (see Controls and Features far leaiion).
For remote grounding, connect a length of hegvy gau

(12 AWG minimum) copper wire between the ggreanator
terminal and a copper rod driven into the grewsitbigly
recommend that you consult with a quali ed eledtriensure
compliance with local electrical codes.

Neutral Floating*

— Neutral circui® NOElectrically connected to the frame/
ground of the generator.

— The generator (stator winding) is isolated ffoamihend
from the AC receptacle ground pin.

— Electrical devices that require a grounded legaiptac
connection will not function if the receptaatel gious not
functional.

Neutral Bonded to Frame*

— Neutral circui§ electrically connected to the frame/ground of

the generator.



— The generator system ground connects lower dissme cr
member below the alternator. The system grauneted
to the AC neutral wire.

*See your Speci cations section for speci ed typeioding.

OPERATION

CO Shield - Carbon Monoxide (CO) Detection
and Auto-shutoff System

The CO Shiglgkchnology monitors the accumulation of
poisonous CO gas produced by engine exhaust giéeer dtor
is running. If CO Shield detects elevated |e@lgad, it
automatically shuts off the engine. Generatotsrated to

be used outdoors, far away from occupied baildieghaust
pointed away from people and buildings.

=

\

If misused and operated in a location thatirethéts
accumulation of CO inside an enclosed or padiadlgd space,
for example a house, garage or a garage wittr therdally
open, CO Shield will automatically shut offeteaesmd then
illuminate a red LED. Read the action label fetep to take.
CO Shield is not a substitute for an indoor canbonoxide
alarm.

CION
ETIQUS TIoN
AUTOMATIC SHUTOFF — YOU MUST: Py
APAGADO AUTOMATIZSTED DERE: v
ARRET AUTOMATIQUE — VOUS QEV

POINT AWAY

“DIRIGER LOIN

XHAUST
L ESCAPE
LECHAPPEMENT

When you approach the generator to investigateff ah
blinkinged LED light in the CO Shield area provides ooti cati
that the generator shut off due to an accunt@tiragard. The
red LED light will blink for at least ve (Semafter a shutoff
event.
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Move the generator to an open, outdoor areafie poi
exhaust away from people and buildings. Onted ¢toazsafe
area, the generator can be restarted, and thes[acipieal
connections made. Introduce fresh air and vetilatation
where the generator shut off.

When starting, the red and yellow LED wilinb{it® ttmes
simultaneously to indicate the LED is working.

NOTICE

This blinking does not indicate CO Shield ig,vesrkio
Shield is working at all times the generatariigyruXiso,
the LED will not blink (10) times if the gemaxat@started
within 1 minute after it was manually shut sfflo€kinot
occur if generator shut off from a high CO event.

If CO Shield system experiences a fault anémprtondes
protection, the generator is shutoff automatidaths/ellow
LED light will blink for at least ve (5) mioutesify you of the
fault.

AAE® =
@

)ooo 00 (X}
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Call our Technical Support Team at 1-87 7-33&0&paif.
The generator can be restarted, but will comshuéoff.



NOTICE

CPERATION

Generator Location

CO Shietdwill detect the accumulation of carbon monoxide _

(CO) from other fuel burning sources such ap@ngieel
equipment, or propane heaters used in the ae@bd. |f
another generator is used and the exhaust spreartedsat
a CO Shiélequipped generator, the CO Shielg initiate
a shutoff due to rising carbon monoxide (COJ hévésnot
a fault. Poisonous carbon monoxide (CO) haselotsth de
You must take action to move and direct theayendratist
stream to better disperse carbon mo(Cxjkr away from
people or buildings.

DANGER

Tampering with the CO Shtdtem will result in a
hazardous condition and will void your warranty.

Removing the CO SPhieiddule will not allow the generator

to start.
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NEVER operate the generator inside any buitdjag, ga
basement, crawlspace, shed, enclosure or contpartmen
including a generator compartment of a recreatiicial

NEVER operate or start the generator in theaback of
SUV, camper, trailer, truck bed (regular sidestlzr
con guration), under staircases, stairwellso meadtst

or buildings or in any other location that \allbmofor
adequate cooling of the generator or for theegippkthe
exhaust ow from the muf er system.

DO NOT operate or store the generator in wet weathe
conditions such as rain or snow. Using a genevator
conditions could result in serious injury oddedth
electrocution.

In some state’s generators may be requireddisteeed
with the local utility company when used at comistsites
and may be subject to additional rules andoegutainsult
your local municipal authority.

Generators should always be operated on al atirface
at all times (even when not in operation).

Generators must have a minimum of 5 feet (1.5 m) of
clearance from all combustible material.

Generators must also have a minimum of 3 fegn{91.4
of air ow clearance on all sides to allow faradeleq
performance cooling, maintenance and servicing.

Always place the generator in a well-ventilateN B¥ER
place the generator near air intake vents oextrarst
fumes could be drawn into occupied or con nesl space

Always carefully consider wind and air curremts whe
positioning generator.

Always allow generators to properly cool befspertrar
for storage purposes.

Failure to follow proper safety precautions uitay res
personal injury, damage to the generator aihé void t
manufacturer’s warranty.

During operation the muf er and exhaust funieoritie
hot. If adequate cooling and breathing spacesarphed,
or if the generator is blocked or enclosed, temgsecan
become extremely heated and may lead to re.



Do not expose to rain or use in damp locations.

Keep all objects a minimum of 5 feet (1.5m)caweyefr
generator at all times. Heat from the muf eresanfhc
exhaust gas stream can ignite combustible materials

If you must operate in rain or damp locatior®Tmpdvate
without proper protection of the electrical conspone

Use of a safety canopy that is re retardantlgordvide proper
air ventilation for the engine exhaust gas stagdra osed.

Visit championpowerequipment.com or call tor Sdoyou
Shield cover.

Surge Protection

Electronic devices, including computers and ogaagnprable
appliances use components that are designedt®wibein a
narrow voltage range and may be affected by movudtaige
uctuations. While there is no way to prevegevalttauations,
you can take steps to protect sensitive elesgropioent.

— Install UL1449, CSA-listed, plug-in surge suispoesbe
outlets feeding your sensitive equipment.
Surge suppressors come in single- or multitgleatet s
They're designed to protect against virtudlbriatigation
voltage uctuations.

Starting the Engine
1. Make certain the generator is on a at, leveksurfa

2. Disconnect all electrical loads from the geregtarstart
or stop the generator with electrical devicesdpilugg
turned on.

3. Turn the EZ Start dial to the “CHOKE” position.

! r
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4. Pull the recoil cord slowly until resistanceaisdféthen pull
rapidly.

5. Do not over-choke. As soon as engine startsg &irn t
Start dial to the “RUN” position.

N

N

NOTICE

For gasoline restarts with hot engine in hot ambien
temperature >86°F (30°@otate the EZ Start dial to
the “CHOKE”" position for only one pull of theorelcdi
generator does not start after rst pull, rotatiéatio the
“RUN” position for the next three pulls. Toohokeheads
to spark plug fouling and engine ooding. Theauadlthe
engine not to start.

NOTICE

For gasoline starting in standard ambient tempeeatu

>59°F (15°CKeep EZ Start dial in “CHOKE” position for three

pulls of the recoil cord. If generator doesrhaftstathree
pulls, rotate the EZ Start dial to the “RUNhpfosithe next
three pulls. Too much choke leads to spark Ipiggafud
engine ooding. This will cause the engine tast.to s

NOTICE

For gasoline starting in cold ambient temperatub® -
(15°C)Keep the EZ Start dial in the “CHOKE” podition unt
engine starts. As soon as the engine startssasiaothly
turn the EZ Start dial to the “RUN" positianenmeexold
temperatures, this may take several seconds.



NOTICE

If the engine starts but does not run make thext e
generator is on a at, level surface. The engggpised
with a low oil sensor that will prevent the &ogmneinning
when the oil level falls below a critical threshold

Do Not Overload Generator

Capacity

Follow these simple steps to calculate the anthsigrting
watts necessary for your purposes:

1. Select the electrical devices you plan on rinthengeame
time.

2. Total the running watts of these items. Thiansahet of
power you need to keep your items running.

3. Identify the highest starting wattage of alkddeict ed
in step 1. Add this number to the number calicutdégd?.
Starting wattage is the surge of power needsat sorse
electric driven equipment. Following the stexpsarider

“Power Management” will guarantee that only icrendév

be starting at a time.

4. If the generator power output is cut off dueverkad
condition indicated by the AC overload blihkjhowigr
the load by unplugging one or more items, ttseth@res
AC overload reset button before restarting tlacogdoe
continued normal operation.

Power Management

Use the following formula to convert voltagepamdgnto
watts:

Voltsx Amps = Watts

To prolong the life of your generator and atteiced, follow
these steps to add electrical load:

1. Start the generator with no electrical load dttache

2. Allow the engine to run for several minutesipotget
temperature.

3. Make sure ALL circuit breakers are set to thel@sdr
position. Flip reset and/or push reset AL Lbodraktrs to
the ON or closed position.
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4. Plug in and turn on the rstitem. It is besath élhe item
with the largest load rst.

. Allow the engine to stabilize.

5
6. Plug in and turn on the next item.
7. Allow the engine to stabilize.

8

. Repeat steps 5-6 for each additional item.

NOTICE

Never exceed the speci ed capacity when addirtg thad
generator.

Connecting Electrical Loads

After starting the generator, let the enginegempstabilize
for 3-5 minutes before connecting electricabdevice

NOTICE

Make sure ALL circuit breakers are set to thel@3Eddr
position. Flip reset and/or push reset AL Lbog@kirs to
the ON or closed position.

Plug in and turn on the desired 120 or 240d#dppVolt AC
single phase, 60 Hz electrical loads.

— DO NOT connect 3-phase loads to the generator.
— DO NOT overload the generator.

— Use only a high quality, insulated, compatibyke ¢8-w
4-wire) grounded cord set rated equal to or (yelédeand
amps) than the receptacle plugging into.



Always remember to plug your appliances diettly in
generator and do not plug the generator povirtocang
electrical outlet or connect to the circuit bpaalatin your
home. Connecting a generator to your homecsueikstri
company’s power lines, or to another power callede,
‘backfeeding’ is a dangerous practice thaalgnllegny
states and municipalities.

This action if done incorrectly could damagengratay,
appliances and could cause serious injury do geath

or a utility worker when attempting to restoneduwing

an outage occurrence in the neighborhood whenmay th
unexpectedly encounter high voltage on thinetagibgl
suffer a fatal shock.

Whether injuries occur or not, if installeddtigaanel not to
applicable laws and codes, you may be subjestdotime
utility company may disconnect your home povethssiou
practice be found in your home.

If the generator will be connected to a buidimigal
system, those connections must isolate the gegroavato
from the utility power. You are responsibleufamgegeur
generator’s electricity does not backfeed iakectiie
utility power lines. These connections must wimply
applicable laws and codes — Consult your ibcabutppany
or a quali ed electrician to properly instalbtiriection.

Eco (Economy) Mode

The Eco Mode button can be activated to tunmoomyezantrol
in order to minimize fuel consumption and nt@sepetating
the unit during times of reduced electrical Gapiode
allows the engine speed to idle during periodsusen

The engine speed returns to normal when arakleattis
connected. When the economy switch is off, ieeemgiat

normal speed continuously.
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CAUTION

For periods of high electrical load or momentaafians,
the Eco Mode should be off.
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12V DC Regulated Automotive Style Outlet

The 12V DC outlet(s) can be used with other @diyimerc
available 12V DC automotive style plugs. Coinputthieltage
range of your item is at least 12-24V DC.

When charging a device, do not place on the Egbanfst
the generator. Extreme heat caused by exhaastaga d
the device and cause a potential re hazardg&iolon

exposure to engine exhaust can cause serioas dgaitij.

Battery Charging

1. Before connecting the battery charging cabilel(adedi) to
a battery that is installed in a vehicle, disctiveneehicle
battery ground cable from the negative (-) teatbangl.

2. Plug the battery charging cable into the 12\éDécte of
the generator.

3. Connect the red (+) battery charger lead to (tehasdery
terminal.

4. Connect the black () battery charger leadlazithe b
battery terminal.

5. Start the generator.

Important:The 12V DC outlet is ONLY to be used with other
commercially available 12V DC automotive stylBekige

all electric devices including the lines andphegtions are in
good condition before connection to the generator.

Do not start the vehicle while the battery cluatgang
connected and the generator is running. It gilertbie
battery a boost of power. The vehicle or theagenaya
be damaged. Charge only vented wet lead adesbatter
Other types of batteries may burst, causing lgajsgnar
damage.

NOTICE

Be sure all electric devices including the linglsign
connections are in good condition before cortnebion
generator.



Parallel Operation

The Champion model 201255 is parallel ready laed can
operated in parallel with another Champiorinonéase the
total available electrical power. A Champicat kiaalbtional
equipment) is required for parallel operatioh10034® is the
recommended model for this unit. For a list afiblenmpodels
or to order a parallel kit, please call customee s
1-877-338-0999 or visit www.championpowerequgoment.

Detailed instructions for parallel kit instadlatiaperation of
the connected generators are provided in tle¢ ljaogderator’s
manual.

Stopping the Engine

1. Turn off and unplug all electrical loads. Never stap the
generator with electrical devices plugged imedrdar

2. Let the generator run at no-load for severakrtonute
stabilize internal temperatures of the engirenenatoy.

3. Turn the EZ Start dial to the “STOP” position.

7
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Important:Always ensure that the EZ Start dial is infhe “OF
position when the generator is not in use.

N
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Failure to follow these instructions couldnmemrkanal
injury or damage to the generator.

Lift unit up by the frame with 2 people and nioeelésired
location.

N

Operation at High Altitude

The density of air at high altitudes is lowet gemlevel.
Engine power is reduced as the air mass andaiiefue
decrease. Engine power and generator outpuiedilckd
approximately 3%2% for every 1000 ft. of elebatiersaa level.
At high altitudes increased exhaust emissiolsocasdt due
to the increased enrichment of the air fueDthdohigh altitude
issues can include hard starting, increased&uehption and
spark plug fouling.

To alleviate high altitude issues other thatutiad paver

loss, CPE can provide a high altitude carburejet. Mhae
alternative main jet and installation instruetiobs obtained
by contacting our Technical Support Team.iamstafirictions
are also available in the Technical Bulletihtaee& BE website.

The part number and recommended minimum attthele fo

If the generator will not be used for a period of two (2) weekgpplication of the high altitude carburetor nisiisfed in the

or longer, please see$harageection for proper engine and
fuel storage.

Moving the Generator

CAUTION

— ALWAYS turn the generator off and ensure dieefigel v
closed.

— ALWAYS make sure engine and muf er are cooled dowr| 100789802

before the generator can be handled safelyy(tifpigal
minutes).

— Do not drop or strike unit or place under heaty. obj
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following table.

In order to select the correct high altitudestigis pecessary
to identify the carburetor model. For this parpose,is
stamped on the side of the carburetor. Selextéloetugh
altitude jet part number corresponding to thetarbade
found on your particular carburetor.

Carb. Code High Alt. Jet Part Number Min. Altitude
3000 ft.
100053239 (914 m)
6000 ft.
100053239 (1829 m)




201255 - 5500W EENFRAMBNVERTER

MAINTENANCE

Operation using the alternative main jet abetelmtier

than the recommended minimum altitude can damage th
engine. For operation at lower elevations,ittadlyrig
supplied standard main jet must be used. Opleeating
engine with the wrong engine con guration am altjtuele
may increase its emissions and decrease fuatgfarid
performance.

MAINTENANCE

Make certain that the generator is kept clednraddosoperly.
Only operate the unit on a at, level surfacke@madry
operating environment. DO NOT expose the tnaine ex
conditions, excessive dust, dirt, moisture siveovapors.

Never operate a damaged or defective generator.

Improper maintenance will void your warranty.

NOTICE

For Emission control devices and systems, read and
understand your responsibilities for serviceeddrsthe
Emission Control Warranty Statement of this manual.

The owner/operator is responsible for all peaodenance.
Complete all scheduled maintenance in a time&ly mann
Correct any issue before operating the generator.

For service or parts assistance, contact our
Technical Support Team at 1-877-338-0999.

Cleaning the Generator

CAUTION
DO NOT spray generator directly with water.

Water can enter the generator through the dotdiagds
damage the generator windings. It can also catetémain
fuel system.

1. Use a damp cloth to clean exterior surfacegenfetegor.
2. Use a soft bristle brush to remove dirt and oil.

3. Use an air compressor (25 PSI) to clear ditirenfitaia
the generator.
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4. Inspect all air vents and cooling slots to érduhey are
clean and unobstructed.

To prevent accidental starting, remove and beosipark plug
wire before performing any service.

Changing the Engine Oil

Change oil when the engine is warm. Referltefgbei aation
to select the proper grade for your operatingraemir.

1. While holding the at part of the drain tubeiefithqp
wrench, remove the oil drain bolt with a 10 meh sock
(not included) or wrench.

[C—— 1B «oranesoLT

2. Allow the oil to drain completely into an apgpropni@iner.

3. Replace the oil drain bolt.

4. Add oil accordingAdd Engine @ilAssemblgection.
DO NOT OVERFILL. Qil not included for rogimeno®int

5. Dispose of used oil at an approved waste management
facility.

NOTICE

Once oil has been added, a visual check shoui show
about 1-2 threads from running out of the IIfhaang the
dipstick to check oil level, DO NOT screw jistic& dihile
checking.



MAINTENANCE

Cleaning and Adjusting the Spark Plug 2. Remove the foam element.

Wash in liquid detergent and water. Squeezehthahyig
a clean cloth.

w

1. Remove the spark plug cable from the spark plug.

2. Use a spark plug socket tool (Included), or a

13/16 in. (21 mm) socket (not included) to remplegt Saturate in clean engine oil.

Squeeze in a clean, absorbent cloth to remowesalbd.

rd N

Place the lter in the assembly.

N o o &

Reattach the air Iter cover and tighten theesfasyen
turning clockwise.

] Ry o Cleaning the Spark Arrestor

1. Allow the engine to cool completely before géheicpark

BPE i arrestor.

@ 2. Remove the two screws holding the cover platetaiish
the spark arrestor to the muf er.

3. Remove the spark arrestor screen.
3. Inspect the electrode on the plug. It must bandezot

worn to produce the spark required for ignition. 4. Carefully remove the carbon deposits from therisgsok

screen with a wire brush.
4. Make certain the spark plug gap is

0.024-0.031 in. (0.6-0.8 mm).

SPARK PLUG GAP

5. Refer to the spark plug typ&parci cationshen replacing
the plug.

6. Firmly re-install the plug. 5. Replace the spark arrestor if it is damaged.

7. Attach the spark plug cable to the spark plug. 6. Position the spark arrestor on the muf er artdwittathe
screws removed in step 2.

Cleaning the Air Filter

1. Unscrew the cover holding the air Iter to thmeldp sy CAUTION

turning the fastener counterclockwise. Failure to clean the spark arrestor will refedrated
engine performance.

NOTICE

Federal and local laws and administrative regfisireme
indicate when and where spark arrestors arelrétfbiea
ordered, spark arrestors are required for oper#tion
generator in National Forest lands. In Callfisrgienerator
must not be used on any forest-covered land;dwerst
land, or grass-covered land unless the enginpps@qvith
a spark arrestor.
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Adjusting the Governor

Tampering with the factory set governor wilwoid y
warranty.

The air-fuel mixture is not adjustable. Tamp#ritigewgovernor
can damage your generator and your electrieal aledic

will void your warranty. Contact our Technicat Sapm at
1-877-338-0999 for all other service and/or asljtsiaeds.

Maintenance Schedule

Follow the service intervals indicated in twanéphwaintenance
schedule.

Service your generator more frequently whengpeeatverse
conditions.

Contact our Technical Support Team at 1-877-338-0@ate
the nearest CPE certi ed service dealer forngratayeor
engine maintenance needs.

EVERY 8 HOURS OR PRIOR TO EACH USE

Check oil level
Clean around air intake and muf er

FIRST 20 HOURS (BREAK IN)
Change oil

EVERY 50 HOURS OR ANNUALLY

Clean air Iter

Change oil if operating under heavy load or in hot
environments

EVERY 100 HOURS OR ANNUALLY

Clean spark arrestor

EVERY 125 HOURS OR ANNUALLY

Change oil
Clean/adjust spark plug
Change air Iter

Clean fuel valve lter*

EVERY 250 HOURS

Change spark plug
Clean combustion chamber*
Check/adjust valve clearance*
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EVERY 5 YEARS

Replace fuel line*

*To be performed by knowledgeable, experiencedo@Rét certi ed service
centers.

STORAGE

To avoid accidental or unintended ignition gdngrator
during periods of storage, the following prexzahtafd be
followed:

— When storing the generator make sure the Ei&lS¢art d
set to the “OFF” position.

Short Term Storage (up to 30 days)

Ethanol blended gasoline in the gasoline tamkehasiam
shelf life of up to 1 year with the additiorpefiprimrmulated
fuel stabilizers and if stored in a cool, dry@éesmdine in the
carburetor, however, may gum up and clog thetoarbiisn’t
used or drained within 2-4 weeks.

If using the generator within 2 weeks, follotwgheascording
to Stopping the Engsestion.

1. If not using the generator for 2-4 weeks, beggking
sure all appliances are disconnected from ttaayener

2. Start the generator as instruct8thiing the Engine
section.

3. Turn the EZ Start dial to the “FUEL OFF” position.

A 7
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4. Let the engine run until fuel starvation hagdstiogpe
engine.

5. After the engine stops, turn the dial to the “{SiRieh.

Mid Term Storage (30 days — 1 year)

Ethanol blended gasoline in the tank has a mstxatiflifie
of up to 1 year with the addition of a propaijated fuel
stabilizer and stored in a cool, dry place.

1. Be sure all appliances are disconnected frometfa¢oye



2. Add a properly formulated fuel stabilizer tedhiregeank.

3. Start engine by following directions 8tdhég the Engine
section.

4. Run the generator for 10 minutes so the trealatgas
cycles through the fuel system and carburetor.

5. Turn the EZ Start dial to the “FUEL OFF” position.

- 7
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6. Let the engine run until fuel starvation hasdstoppe
engine.

7. After the engine stops, turn the dial to the “Siieh.

8. After fuel has run out and the engine has stdippethe
engine to cool.

9. Remove the spark plug and pour about a tabléspaotoo
the cylinder.

10.SLOWLY pull the recoil to rotate the enginétdeleshd
lubricate the cylinder.

11.Re-install the spark plug and spark plug wire.
12.Clean the generator accordi@detaning the Generator
13.Store the generator in a cool, dry place oettogutitight.

Long Term Storage (more than 1 year)

For storage over 1 year, the gasoline tank anetcarbust be
completely drained of gasoline.

1. Be sure all appliances are disconnected frontogenera
2. Remove the maintenance cover.

3. Turn the EZ Start dial to the full “RUN” position.

4

. Using a at head screwdriver (not included)dratate
screw counterclockwise 3 full turns. Gasoldraiwill
through clear tubing out underneath the invekeesuyve
draining gasoline empties into an appropriateeconta
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5. When gasoline stops owing, rotate drain scremisgoc
until tight. Properly dispose of the drainedeggasobrding
to local regulations or guidelines.

6. Turn the EZ Start dial to the “STOP” position.
7. Follow steps 9-13 accordindigiTerm Storage

Removing from Storage

NOTICE

If the generator has been improperly storeérioda p
longer than 30 days with ethanol blended gasbilne i
gasoline tank and/or carburetor, all fuel muairtssd
and the carburetor must be thoroughly clearrehof et
build up. This process involves technically ddeskese
For assistance please call our Technical Swgpat Te
1-877-338-0999.

If the gasoline tank and carburetor were progeitdef all
ethanol blended gasoline prior to the generajatdesd,
follow the below steps when removing from storage.

Be sure the EZ Start dial is in the “STOP”.position
Add gasoline to the generator accordidgd feuel.
Move the EZ Start dial to the “RUN” position.

A w0 NP

After 5 minutes check the carburetor and airelsrfor
any leaking gasoline. If any leaks are fouratbtiretor
will need to be disassembled and cleaned odrdplaze
gasoline leaks are found, turn the fuel diat$d ®e”
position.

5. Check engine oil level and add clean, freshealkid. See
Oil Speci catiorfer proper oil type.

6. Check and clear air lter of any obstructionassbiabs or
cobwebs. If necessary, clean air Iter accor@ilegubing
the Air Filter

7. Start the generator accordir@dding the Engine



SPECIFICATIONS

SPECIFICATIONS Oil Speci cations
DO NOT OVERFILL.
Generator Speci cations Type *See following chart
Generator Model 201255 Capacity. 0.6 US qgt. (550 mL)
Start Type Manual

Recommended Engine Oil Type

Watts (Starting/Running) 5500/4000

AC Volts 120 [ owa
AC Amps @ 120V (Running) 33.3 L swao Wl joweo 2
Volts DC 12 L SwsoRulsymheic 4

DC Amps 8 20 0 20 40 60 80 100 120
Frequency 60 Hz 289 -178 -67 44 156 267 37.8 48.9
Phase Single Ambient temperature
Grounding Type Neutral Floating
Weight 81.6 Ib. (37 kg) NOTICE
Length 21.3in. (54 cm)  Temperature will affect engine oil and enginsaecta
Width 17.9 in. (45.5 cm) Change the type of engine oil used based ontteenpera
Height 17.9 in. (45.5 cm) shown in thtRecommended Engine Oil Tgpés.

Engine Speci cations Fuel Speci cations
M.odel GB225V-Y Use unleaded gasoline with a minimum octanef &tiagd
Displacement 224 cc an ethanol content of 10% or less by volume. DSBENEIE or
Type 4-Stroke OHV E85. DO NOT OVERFILL.

Spark Plug Gasoline Capacity 2.9 gal. (11.0 L)
OEM Type F6RTC _ _
Replacement Type NGK BPR6ES or equivalent €MpPerature Speci cations
Gap 0.024-0.031 in. (0.6-0.8 mm) Starting Temperature Range (°F/°C) ... 5 to 104/-15 to 40

Valve
NOTICE
0.004-0.006 in. (0.10-0.15 mm)

Intake Clearance
An important message about temperatifeur product

Exhaust Clearance 0.004-0.006 in. (0.10-0.15 mm) e
temperatures up to 104°F (40°C). When needgtheit ma

operated at temperatures ranging from 5°F IRPZ)R

A technical bulletin regarding valve adjustncedupes is (50°C) for short periods of time. If exposepeacatemes

available at www.championpowerequipment.com. outside this range during storage, it shouldidet track

within this range before operation. In any lexgmoduct
must always be operated outdoors, in a wellecbatida
and away from doors, windows and vents.
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201255 - 5500W BENFRAMENVERTER SPECIFICATIONS

Regulatory Compliance
FCC Statement

NOTICE

— Reorient or relocate the receiving antenna.

— Increase the separation between the equipment and
receiver.

— Connect the equipment into an outlet on a iffeceitd
from that to which the receiver is connected.

— Consult dealer or an experienced radio/TV tefdmicia
help.

Changes or modi cations not expressly approtadpjo@
Power Equipment could void the user’s autlopénate the
equipment.
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TROBLESHOOTING

Problem

Cause
No fuel.

TROBLESHOOTI

Solution
Add fuel.

NG

Faulty spark plug.

Clean and adjust spark plug or replace.

Fill crankcase to the proper level.

Low oil level.

Place generator on a at, level surface.

Spark plug wire loose.

Attach wire to spark plug.

Generator will not start.

Fuel valve is closed.

Open fuel valve.

EZ Start dial OFF.

Turn EZ Start dial ON.

Old fuel or water in fuel.

Drain fuel and replace with fresh fuel.

Flooded with fuel.

Let unit stand for 10 mins.

CO Shieétdnodule has been remove
tampered with.

dor . .
Roe—lnstall module or contact technical supp

Choke in the wrong position.

Move EZ Start Dial to the RUN position.

Dirty air lter.

Clean or replace air lter.

Generator starts but runs roughly.

Dirty fuel valve.

Clean the fuel valve.

Clogged spark arrestor.

Clean spark arrestor.

Out of fuel.

Fill fuel tank.

Low oil level.

Fill crankcase to the proper level. Place ger
on a at, level surface.

erator

Generator shuts down during opers

If equipped, when CO Shaidtoffs
occur due to accumulating carbon
tmonoxide (CO) and if the red LED
Bmiks on the panel.

Move generator to an open, outdoor area. R
exhaust away from people and buildings. M
to fresh air and get medical help if sick, dizz
weak.

Make sure there are no objects creating
obstructions within 5 feet of the generator.
Obstructions in the vicinity of the generator
may trap carbon monoxide emissions near
generator and cause the engine to shutoff.

ighthe generator’s exhaust is facing into the
wind, the exhaust may be blown back into

the generator’s operating area, creating an
accumulation of CO emissions and triggerir
engine shutoff. To avoid an engine shutoff,
the generator 45° in either direction to allow
the exhaust emissions to blow away from th
generator. If engine shutoff events continug
readjust and align the exhaust with the wing
direction to blow away from the generator.

Point
ove
Yy, 0

the

gan
furn

If equipped, when CO Shihdtoffs
occur due to system fault and if the

yellow LED light blinks on the pane]|.

Start by con rming yellow LED light blinks w
if generator shuts off. If CO Shielutinues to
sense the fault and shuts off, contact techn
support.

hen/

cal

Clogged spark arrestor.

Clean spark arrestor.
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Problem

Generator starts and shuts off right
away.

Cause

TROBLESHOOTI

Solution
Move generator to an open, outdoor area. R

NG

Point

Generator cannot supply enough p
or overheating.

Generator is running but no AC out

Generator hunts or falters.

Repeated circuit breaker tripping.

Faulty power cords or device.

defective device.

exhaust away from people and buildings. Move
to fresh air and get medical help if sick, dizzy, o
weak.
Make sure there are no objects creating
obstructions within 5 feet of the generator.
Obstructions in the vicinity of the generator
. . i issi h
If equipped, when CO Shiglidtoffs may trap carbon monoxide emissions near the
. generator and cause the engine to shutoff.
occur due to accumulating carbon
monoxide (CO) and if the red LED [idhthe generator’s exhaust is facing into the
blinks on the panel. wind, the exhaust may be blown back into
the generator’s operating area, creating an
accumulation of CO emissions and triggerirjg an
engine shutoff. To avoid an engine shutoff, furn
the generator 45° in either direction to allow
the exhaust emissions to blow away from the
generator. If engine shutoff events continug,
readjust and align the exhaust with the wing
direction to blow away from the generator.
. . r n rmin llow LED light blinks when
If equipped, when CO Shigidtoffs .Sta t by co g yello 9 .tb s yhen/
. if generator shuts off. If CO Shielutinues to
occur due to system fault and if the
. . sense the fault and shuts off, contact techn|cal
yellow LED light blinks on the pane]|.
support.
. Review load and adjust. See “Connecting
Generator is overloaded. ) R
hwer Electrical Loads.
Dirty air lter. Clean or replace air lter.
Choke in wrong position. Move EZ Start Dial to the RUN position.
Poor cord connection. Check all connections.
Circuit breaker is open. Reset circuit breaker. Check all circuit breakers.
| Loose wiring. Inspect and tighten wiring connections.
ok — B
AC Overload: Button illuminated re jRquce AC load and press Overload Resef Button
until illuminated green.
Other. Contact the help line.
Engine governor defective. Contact the help line.
Dirty fuel valve. Clean the fuel valve.
Carburetor is dirty and running lear|.Contact the help line.
Choke in wrong position. Move EZ Start Dial to the RUN position.
Review load and adjust. See “Connecting
Overload. . Y
Electrical Loads.
Check for damaged, bare or frayed wires. Replace

Circuit breaker still too hot.

Let unit sit for 5 mins.

For other issues and technical support:

Technical Support Team
Toll Free 1-877-338-0999
support@championpowerequipment

.com
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WARRANTY?*

CHAMPION POWER EQUIPMENT
3 YEAR LIMITED WARRANTY

Warranty Quali cations

To register your product for warranty and RiRieEchfié center
technical support please visit:
https://www.championpowerequipment.com/register

To complete registration you will need to inchyged the
purchase receipt as proof of original purcha$ef puchase
is required for warranty service. Please reijfsteten (10)
days from date of purchase.

Repair/Replacement Warranty

CPE warrants to the original purchaser thathhaios@nd
electrical components will be free of defecteifahaand
workmanship for a period of three years (pdatiscahérom
the original date of purchase and 270 daysr{pdatsoa) for
commercial and industrial use. Transportati@s crapgoduct
submitted for repair or replacement under thistware the
sole responsibility of the purchaser. This wanlgrggplies to
the original purchaser and is not transferable.

Do Not Return The Unit To The Place Of
Purchase

Contact CPE’s Technical Service and CPE ashdatdohy
issue via phone or e-mail. If the problem israotezbby
this method, CPE will, at its option, autholtiz¢i@varepair
or replacement of the defective part or compgan€mta
Service Center. CPE will provide you with andaesefou
warranty service. Please keep it for futureaef@epairs or
replacements without prior authorization, ametuhorized
repair facility, will not be covered by this tyarran

Warranty Exclusions
This warranty does not cover the following aadadgipment:
Normal Wear

Products with mechanical and electrical compeeents
periodic parts and service to perform well. frhistyvedoes not
cover repair when normal use has exhaustedftepidet or
the equipment as a whole.

Installation, Use and Maintenance

This warranty will not apply to parts and/af thkegsroduct is
deemed to have been misused, neglected, imavactident,
abused, loaded beyond the product’s limits, miodiated
improperly or connected incorrectly to anyadleotriponent.
Normal maintenance is not covered by this wardaistyot
required to be performed at a facility or bya petsorized by
CPE.

Other Exclusions
This warranty excludes:
— Cosmetic defects such as paint, decals, etc.

— Wear items such as lter elements, o-rings, etc.

— Accessory parts such as starting batteries,ragd sto
covers.

— Failures due to acts of God and other force magatse
beyond the manufacturer’s control.

— Problems caused by parts that are not originab@ham
Power Equipment parts.

— Used for prime power in place of existing aitity(prhere
utility power is present) or in place of utiligy where utility
power service does not normally exist. Priminpsdes
any application that does not use the utilfor gtettric
power (example: solar power).

Limits of Implied Warranty and
Consequential Damage

Champion Power Equipment disclaims any oldigatien t

any loss of time, use of this product, freighy, incidental

or consequential claim by anyone from usingdbd.pr

THIS WARRANTY AND THE ATTACHED U.S. EPA and/or CA
EMISSION CONTROL SYSTEM WARRANTIES (WHEBN APPL
ARE IN LIEU OF ALL OTHER WARRANTIES, EXBRESS OR |
INCLUDING WARRANTIES OF MERCHANTABILITY OR FITH
FOR A PARTICULAR PURPOSE.

A unit provided as an exchange will be sulljeotvtoranty

of the original unit. The length of the warraetyigg the

exchanged unit will remain calculated by reterdrepurchase

date of the original unit.

This warranty gives you certain legal rightsnaliichange

from state to state or province to provincetat®or province

may also have other rights you may be entiibechte hot

listed within this warranty.

Contact Information

Address

Champion Power Equipment, Inc.

6370 S Pioneer Way, Unit 101

Las Vegas, NV 89113 USA

www.championpowerequipment.com

Customer Service

Toll Free: 1-877-338-0999

info@championpowerequipment.com

Fax no.: 1-562-236-9429

Technical Service

Toll Free: 1-877-338-0999

tech@championpowerequipment.com
EMERGENCY 24 HOUR SURBG&IRA04-1188

*Except as otherwise stipulated in any of thmép#inclosed Emission Control System Warrhatiepfdicable) for the Emission Control SyStdfmvidonment Protection Agency

(EPA) and/or California Air Resources Board (CARB).



CHAMPION POWER EQUIPMENT, INC. (CPE)
AND THE UNITED STATES ENVIRONMENTAL PROTECNQN. 8.GHM.)
EMISSION CONTROL SYSTEM WARRANTY

Your Champion Power Equipment (CPE) engine comiptie$.S. EPA emissions regulations.

YOUR WARRANTY RIGHTS AND OBLIGATIONS

The U.S. EPA and CPE are pleased to explaaittenkiedion Control Systems Warranty on yema&Da@6-road engine and
engine powered equipment. New equipment thadlle#-soad engines must be designed, builugmeddo meet U.S. EPA
regulations.

CPE must warrant the exhaust and evaporatioa eonsiil system on your small off-road entfieepferiod listed below, provided
there has been no abuse, neglect, unapprovedtinodbec improper maintenance of your equipment.

Your emission control system may include pa#s. fachuretors, fuel tanks, fuel lines, (fbfligiand fuel vapors), fuel caps,
valves, canisters, lters, clamps, connectoha@n@dssociated components. Also included heafubkinjection system, the
ignition system, catalytic converter and othgioemetated assemblies. Where a warrantabiercerids, CPE will repair your small
off-road engine at no cost to you including diggaids and labor.

MANUFACTURER'’S EMISSION CONTROL SYSTEM WARRRNGE COV

This emission control system is warranted featsisybject to provision set forth belowethiasjon related part on your engine is
defective, the part will be repaired or replaC&Eby

OWNER WARRANTY RESPONSIBILITIES

As the small off-road engine owner, you areitdsgonthe performance of the required maiatisigacin your Owner’'s Manual.
CPE recommends that you retain all your regeiig coaintenance on your small off-road emg@ieEbcannot deny warranty
coverage solely for the lack of receipts onfailyoe to ensure the performance of all sdhediriéenance.

As the small off-road engine owner, you shoulttééhat CPE may deny you warranty coveragenalaif-road engine or a part
has failed due to abuse, neglect, improper nmamt@nanapproved modi cations.

You are responsible for presenting your sroalll @ifigine to an Authorized CPE distributiosemmtercenter or alternate service
outlet as described in (3)(f) below or CPErdeBIef bas Vegas, NV. as soon as the problefmexistganty repairs shall be
completed in a reasonable amount of time, weeth 3X days.

If you have any questions regarding your waveardge, you should contact:

Champion Power Equipment, Inc.
Customer Service
6370 S Pioneer Way, Unit 101
Las Vegas, NV 89113
1-877-338-0999
tech@championpowerequipment.com



EMISSION CONTROL SYSTEM WARRANTY

The following are speci ¢ provisions relative taily&xhaust and Evaporative Emission Control SYEE€®) Warranty
Coverage

1.

APPLICABILITNis warranty shall apply to 1997 and lateyeadahall off-road engines.The ECS Warransh&itbedin
on the date the new engine is delivered tantd,cigl-use purchaser, and shall continuedms24utive months thereafter.

. GENERAL EMISSIONS WARRANTY COVERAGE

CPE warrants to the original, end-use purchiasereef engine or equipment and to each subgerterger that each of its
small off-road engines is:

2a.Designed, built and equipped to conform to RidsRAs standards for spark-ignited engineglainol9 kilowatts.

2b.Free from defects in materials and workmanstguéesthe failure of a warranted part to beaiderdil material respects
to the part as described in the engine manutaappkcation for certi cation for a period gegaws.

. THE WARRANTY ON EMISSION-RELATED PARTS VRPRBEHERTAS FOLLOWS:

3a.Any warranted part that is not scheduled fagmeplaas required maintenance in the Owner’sskiahbelwarranted for
the ECS Warranty Period. If any such partiigilhdECS Warranty Period, it shall be repeiptated by CPE according
to Subsection “d” below. Any such part repaegpthoed under the ECS Warranty shall be wenramgdemainder of the
ECS Warranty Period.

3b.Any warranted, emissions-related part whichdisieglmly for regular inspection as speci eddwtter's Manual shall be
warranted for the ECS Warranty Period. A siatsotdnivritten instructions to the effect oif ‘vepaplace as necessary”,
shall not reduce the ECS Warranty Period. Adaytsegiired or replaced under the ECS Waatbngéyvsarranted for the
remainder of the ECS Warranty Period.

3c.Any warranted, emissions-related part whichiislsdtier replacement as required maintenaec®wnér's Manual shall
be warranted for the period of time prior tettseheduled replacement point for that parpaftfails prior to the rst
scheduled replacement, the part shall be repeg@daed by CPE according to Subsection “dAhglemissions-related
part repaired or replaced under the ECS Wénalifty,vgarranted for the remainder of the E@8wW¥aeriod prior to the
rst scheduled replacement point for such emisdated part.

3d.Repair or replacement of any warranted, emasitguspart under this ECS Warranty shall Ineegeataro charge to the
owner at a CPE Authorized Service Outlet.

3e.The owner shall not be charged for diagnostichiabdeads to the determination that a paeddoy¢he ECS Warranty is in
fact defective, provided that such diagnostis performed at a CPE Authorized Service Outlet.

3f. CPE shall pay for covered emissions warrargatepairauthorized service outlets under thiadotiocumstances:

i. The service is required in a population centepujitliation over 100,000 according to U.S.20&@swithout a CPE
Authorized Service Outlet AND

ii.The service is required more than 100 milesdREnfauthorized Service Outlet. The 100 mitalhoigst not apply in the
following states: Alaska, Arizona, Coloradq, t@wmiMontana, Nebraska, Nevada, New Meaog,Téxas, Utah and
Wyoming.

39.CPE shall be liable for damages to other arggnmeatemponents or approved modi cations pigxdmeged by a failure
under warranty of an emission-related part dovdredECS Warranty.

3h.Throughout the ECS Warranty Period, CPE sdialansaipply of warranted exhaust and evaponisti@nerelated parts
suf cient to meet the expected demand for suohtextithevaporative emission-related parts.

3i. Any CPE Authorized and approved emission-pidatadent part may be used in the performanc&oSawarranty
maintenance or repair and will be provided ehitirget to the owner. Such use shall not redscsaiaEty obligation.

3j. Unapproved add-on or modi ed parts may not bz mseiy or repair a CPE engine. Such usaes/gidstWarranty and
shall be suf cient grounds for disallowing ange@8ty\claim. CPE shall not be liable hereufaderdés of any warranted
parts of a CPE engine caused by the use ofuswagipaoved add-on or modi ed part.



EMISSION-RELATED PARTS INCLUDE THE FQLLSKgN®Bse portions of the list applicable tdhe

engine)

Systems covered by this

Parts Description

warranty
Fuel Metering System

Carburetor and internal parts (and/or presslatregduel injection system) Air/fuel ratio
feedback and control system. Cold start enrgystemt

Air Induction System

Controlled hot air intake system. Air Filter,naiaikold.

Ignition System

Spark plug. Magneto or electronic ignition §éeknadvance/retard system.

Exhaust Gas Recirculation (|
System

HERR valve body, and carburetor spacer if apiliRbigte feedback and control system.

Air Injection System

Air pump or pulse valve. Valves affecting @istobuiw. Distribution manifold.

Catalyst or Thermal Reacto
System

Catalytic converter. Thermal reactor. Exhaudtimanif

Particulate Controls

Traps, lters, precipitators, and any other dsettéo capture particulate emissions.

Miscellaneous Parts

Vacuum, temperature, and time sensitive valse#eres. Electronic controls. Hoses, belts
connectors, and assemblies.

Evaporative Controls

Fuel Tank, Fuel Cap, Fuel Lines (for liquitiéliebgors), Fuel Line Fittings, Clamps, Presg
Relief Valves, Control Valves, Control SoleetidsicEControls, Vacuum Control Diaphrag
Control Cables, Control Linkages, Purge Vatets, [Gaisid/Vapor Separator, Carbon Cani
Canister Mounting Brackets, Carburetor PurgarertoC

ure
mns,
ster,

TO OBTAIN WARRANT

Y SERVICE

You must take your CPE engine or the produch drisnihstalled, along with your warrantyatgistard or other proof of original
purchase date, at your expense, to any ChampidigRgunent dealer who is authorized by ChamprdadgRipment, Inc. to

sell and service that CPE product during hisonsimess hours. Alternate service locationsideSsetion (3)(f) above must be
approved by CPE prior to service. Claims for ggfjagtment found to be caused solely by idefeatsrial or workmanship will not
be denied because the engine was not propedinethartd used.

If you have any questions regarding your warraghits and responsibilities, or to obtain warrangyvsce, please write or call

Customer Service at Champi

on Power Equipment, Inc.

Champion Power Equipment, Inc.
6370 S Pioneer Way, Unit 101
Las Vegas, NV 89113
1-877-338-0999
Attn.: Customer Service
tech@championpowerequipment.com
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